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FOREWORD 

This Indian Standard was adopted by the Bureau of Indian Standards, after the draft finalized by the 
Abrasives Sectional Committee had been approved by the Production Engineering Division Council. 

This standard covers the dimensions and tolerances for length and width of abrasive belts and selection of 
width/length combinations. It also specifies cylindricity tolerances applicable to abrasive belts. Width/ 
length combination of abrasive belts are also given in the standard for the convenience of user/manufac- 
turer for making its selection. 

While preparing this standard assistance has been derived from ISO 1929 : 1974 'Abrasive belts — 
Designation, dimensions and tolerances' and ISO 2976-1973 'Abrasive belts — Selection of width/ 
length combinations issued by the International Organization for Standardization ( ISO ) and the standard 
is technically equivalent to the above International Standards. 

For the purpose of deciding whether a particular requirement of this standard is complied with, the final 
value, observed or calculated, expressing the result of a test or analysis, shall be rounded off in accordance 
with IS 2 : 1960 'Rules for rounding off numerical values ( revised )'. The number of significant places 
retained in the rounded off value should be the same as that of the specified value in this standard. 
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ABRASIVE BELTS — DESIGNATION, DIMENSIONS 

AND TOLERANCES AND SELECTION OF 

WIDTH/LENGTH COMBINATIONS 



1 SCOPE 

This Indian Standard specifies designation, dimensions 
and tolerances, and selection of width/length 
combinations of abrasive belts in general. 

2 DESIGNATION 

The designation of abrasive belts includes, in the 
following order, the width ' W followed by the length 
*L\ 

Example: Abrasive belt of width, W = 150 mm and 
of length, L = 4 500 mm shall be designated 
as: 

Abrasive belt IS 14369 150 x 4 500 

3 JNOMINAL DIMENSION RANGES AND 
TOLERANCES 

3.1 Widths 'W and Tolerances 



The width and tolerances of abrasive belts shall be as 
given in the Table 1. 

3.2 Lengths and Tolerances 

Length and tolerances of abrasive belts shall be as 
given in Table 2. 

4 CYLINDRICITY TOLERANCES 

The tolerance on cylindricity is the length difference 
which may exist between the two edges of an abrasive 
belt. This length difference shall not exceed 3 mm. 

5 SELECTION OF WIDTH, W/LENGTH, <L> 
COMBINATIONS 

Width and length combinations of abrasive belts shall 
be as given in Table 3. 



Table 1 Width and Tolerances of Abrasive Belts 

(Clause 3.1 ) 

All dimensions in millimetres. 
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7.5 




75 
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2 240 
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Table 2 Length and Tolerances of Abrasive Belts 

( Clause 3.2 ) 
All dimensions in millimetres. 
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W< 1 000 


W> 1 000 


W< 1 000 


W> 1 000 
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4 500 

5 000 


±10 


500 
560 
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NOTE — These tolerances are valid only for abrasive belts supplied by the manufacturer and measured under the following 
conditions: 

— Temperature 20* + 2*C 

— Relative humidity '(65 ±5) %' 

Subsequent variations if any, for example, storage conditions, elongation or shrinkage of the material during use, etc, are not 
included in these values. 



Table 3 Width and Length Combination 

( Clause 5 ) 

All dimensions in millimetres. 
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NOTES 

1 The tolerances specified for width '#" and length '£' also apply to the width/length combinations given in this Table. 

2 Other combinations of width * JPTLength '£' may also be supplied as agreed to between the manufacturer and the purchaser. 



55 






V© 



Bureau of Indian Standards 

BIS is a statutory institution established under the Bureau of Indian Standards Act, 1986 to promote harmonious 
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